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IN THE CLAIMS 
Please amend the claims as follows: 

Claim 1 (Original) A tankless toilet including a westem-style toilet body having a ri 
channel which is fonned in the inside of a rim and is capable of washing a bowl with water, 
rim conduit which is capable of supplying water to the rim channel, and valve means having 
an inlet port thereof connected to a water supply pipe which suppUes water, making an outlet 
port thereof supply water or stop the supply of water to the rim conduit and having an 
atmosphere communication hole which is communicated with the atmosphere above the 
uppermost surface of the rim channel, the improvement being characterized in that the 
westem-style toilet body includes a rim water guide passage which is concealed in a wall 
surface of the western-style toilet body and is connected to the rim channel, a through hole 
which is communicated with the rim water guide passage is formed in the wall face of the 
westem-style toilet body, and in the inside of the through hole, a spud having a water supply 
passage which makes the rim conduit communicate with the rim channel without passing the 
inside of the rim water guide passage and a water discharge passage which makes the 
atmosphere communication hole communicate with the rim water guide passage by way of 
pipe is engaged. 



Claim 2 (Original) A tankless toilet according to Claim 1, wherein the through hole 
formed in a rear wall face of the westem-style toilet body. 

Claim 3 (Original) A tankless toilet according to Claim 1 or 2, wherein the spud 
includes a body portion which is engaged with the through hole, a first engaging portion 
which is fonned on the body portion and is engaged with a rim conduit, a second engaging 
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portion which is engaged with a pipe which is connected to the atmosphere communication 
hole, and a guide portion which is formed on the body portion and is extended into the rim 
channel, wherein a water supply passage which is communicated with the rim conduit is 
formed at least by the first engaging portion and the guide portion, and a water discharge 
passage which is communicated with the pipe is formed at least by the second engaging 
portion. 

Claim 4 (Original) A tankless toilet according to Claim 3, wherein the guide portion 
includes water spout openings which makes the water supply passage opened in one direction 
and the other direction of the rim channel. 

Claims 5-7 (Cancelled) 

Claim 8 (Original) A tankless toilet including a western-style toilet body, a toilet 
seat/toilet lid device mounted on the western-style toilet body and a toilet flushing device 
which is mounted on the western-style toilet body, has no water tank and has a flushing 
mechanism capable of washing the western-style toilet body with water, 

the improvement being characterized in that the toilet flushing device is either a 
separate-type toilet flushing device which is mounted on the western-style toilet body 
separately from the toilet seat/toilet lid device or a unitary-type toilet flushing device which is 
mounted on the western-style toilet body integrally with the toilet seat/toilet lid device, and 
the western-style toilet body on which the separate-type toilet flushing device is mounted and 
the western-style toilet body on which the unitary-type flushing device is mounted are used in 
common. 
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Claim 9 (Original) A tankless toilet according to Claim 8 wherein the separate-type 

toilet flushing device and the unitary-type toilet flushing device adopt the common flushing 

mechanism. 

Claim 10 (Original) A tankless toilet according to Claim 9, wherein the separate- 
type toilet flushing device and the unitary-type toilet flushing device adopt a conmion base 
plate which is provided for mounting the flushing mechanism to the western-style toilet body. 

Claim 1 1 (Original) A tankless toilet according to claim 9 or 10, wherein the 
flushing mechanism is capable of being mounted on the westem-style toilet body such that 
the flushing mechanism in the unitary-type toilet flushing device does not interfere with other 
mechanisms excluding the flushing mechanism. 

Claim 12 (Original) A tankless toilet according to Claim 11, wherein the imitary-type 
toilet flushing device includes an inner cover which conceals the flushing mechanism and an 
outer cover which conceals the irmer cover together with other mechanisms. 

Claim 13 (Currently Amended) A tankless toilet according to Claim 8, 9, or lOrer 
43, wherein the westem-style toilet body includes toilet seat mounting holes which are 
capable of mounting the toilet seat/toilet lid device and the separate-type toilet flushing 
device is moimted on the westem-style toilet body behind the toilet seat/toilet lid device 
mounted by means of the toilet seat mounting holes. 

Claim 14 (Original) A tankless toilet according to Claim 11, wherein the westem- 
style toilet body includes toilet seat mounting holes which are capable of mounting the toilet 
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seat/toilet lid device and the separate-type toilet flushing device is mounted on the western- 
style toilet body behind the toilet seat/toilet lid device mounted by means of the toilet seat 
mounting holes. 

Claim 15 (Currently Amended) A tankless toilet according to Claim 8, 9, or lOror 
a, wherein the western-style toilet body includes toilet seat mounting holes which are 
capable of mounting the toilet seat/toilet lid device and the unitary-type toilet flushing device 
is mounted on the western-style toilet body at least by means of the toilet seat mounting 
holes. 

Claim 16 (Original) A tankless toilet according to Claim 11, wherein the western- 
style toilet body includes toilet seat mounting holes which are capable of mounting the toilet 
seat/toilet lid device and the unitary-type toilet flushing device is mounted on the western- 
style toilet body at least by means of the toilet seat mounting holes. 

Claim 17 (Currently Amended) A tankless toilet according to Claim 13 or 15, 
wherein the toilet seat mounting holes allow the mounting of a toilet seat/toilet lid device for 



Claim 18 (Original) A tankless toilet including a western-style toilet body having a 
rim channel which is formed in the inside of a rim and is capable of washing a bowl with 
water, 

an open/close valve which is fixedly secured to the western-style toilet body by way 
of a base plate and is connected to a water supply pipe capable of supplying water, and 
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a rim conduit which is concealed in a wall face of the western-style toilet body and is 
connected to the open/close valve and is capable of supplying the water to the rim channel. 

the improvement being characterized in that the rim conduit is fixedly secured to the 
wall face and the rim conduit and the open/close valve can be inserted into each other. 

Claim 19 (Original) A tankless toilet including Aestem-style toilet body having a 
jet nozzle which is disposed into a trap portion and jets water to the trap portion so as to 
forcibly generate a siphon effect, and 

an open/close valve which is fixedly secured to the western-style toilet body by way 
of a base plate and is connected to a water supply pipe capable of supplying the water, and a 
jet conduit which is concealed in a wall face of the western-style toilet body and is connected 
to the open/close valve and is capable of supplying the water to the jet nozzle, the 
improvement being characterized in that the jet conduit is fixedly secured to the wall face and 
the jet conduit and the open/close valve can be inserted into each other. 



Claims 20-33 (Canceled) 
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